
 

 

 

 

BREEZE TM 
Low Profile Mass Transfer System 

Proven Air Stripping. 
The BREEZE Stripper-Aerator is a 
compact, low profile, low cost alternative 
to filters, packed towers, and mechanical 
aerators for the fast and efficient removal 
of dissolved gases and volatile organic 
compounds (VOC’s) from water. 

Proven Aeration. 
The BREEZE Stripper-Aerator is a 
compact, low maintenance solution for 
iron removal and other oxidation 
problems. 

Proven Air Scrubbing. 

The BREEZE Stripper-Aerator is a 
compact, cost efficient air scrubber and 
odor control device. Common odors 
removed include ammonia gas and sulfur. 

Proven Advantages. 
Five-Minute Maintenance. The BREEZE tank design and CYCLONE II diffusers 
resist fouling caused by iron, calcium, and biological activity. A completely removable 
cover allows for easy inspection and access to the diffusers. 

Complete Flexibility. Units are available in 6 sizes with 3 to 9 aeration chambers. 
Each tank is portable and equipped with handles for easy transportation. The patented 
quiescent chamber and adjustable weir plate maintain proper water level and 
performance without complicated electrical controls. The blast gate throttle allows the 
user to ramp up air flow rates and provides a factor of safety. The system can be 
operated with an induced draft or positive displacement blower and either coarse or fine 
bubble diffusers. 

Modular. The BREEZE Stripper-Aerator works well as a stand-alone system or with 
other treatment technologies. Single units handle flow rates up to 200 GPM (757 LPM). 
Multiple units can be placed in series or parallel to handle any flow rate and achieve 
any performance requirement. Units can be stacked to save floor space. 

Durability. The BREEZE Stripper-Aerator is constructed entirely of high-strength 
polypropylene and stainless steel. Gaskets are constructed of chemically-resistant 
EPDM. The entire tank is welded and molded without the use of adhesives. 

Ease of Operation. The energy efficient blower delivers air to the CYCLONE II 
diffusers. The diffusers release specifically sized air bubbles and create turbulence 
providing an extremely high liquid-to-gas interface. The serpentine water flow 
maximizes detention time and enhances mass transfer. 

 

The BREEZE Stripper-
Aerator removes many 
contaminants: 

Common VOC’s include: 
BTEX 
PCE 
TCE 
MTBE 

Common dissolved gases 
include: 

ammonia 
radon 
H 2 S 
CO2 
methane 



 

 

Designed For Flexibility And Ease Of Operation. 

The BREEZE system consists of a high strength polypropylene and stainless steel tank, an 
air blower, an internal air header, and non-fouling all polypropylene CYCLONE II 
diffusers. The blower delivers air to the diffusers that release specifically sized air 
bubbles. Rising bubbles and turbulence provide the air-to-water interface needed for 
excellent mass transfer and contaminant removal without the need for packing or 
media. The BREEZE system provides superior performance with water containing high 
levels of dissolved and suspended solids. The heavy duty removable cover and latch 
system provide a sure seal and easy access to the diffusers. 

 
Tank Dimensions Water Port Air Port Recommended Recommended Shipping 

Length Width Height Inlet Outlet Inlet Outlet Water Flow Air Flow Weights 
SERIES 3 45” 34” 30” 4” NPT 4” NPT 4” NPT 8” SLIP 1-175 GPM 300 CFM ~250 lbs 
SERIES 4 57” 34” 30” 4” NPT 4” NPT 4” NPT 8” SLIP 1-175 GPM 400 CFM ~300 lbs 
SERIES 5 69” 34” 30” 4” NPT 4” NPT 4” NPT 8” SLIP 1-175 GPM 500 CFM ~350 lbs 
SERIES 6 81” 34” 30” 4” NPT 4” NPT 4” NPT 8” SLIP 1-175 GPM 600 CFM ~400 lbs 
SERIES 7 93” 34” 30” 4” NPT 4” NPT 4” NPT 8” SLIP 1-175 GPM 700 CFM ~450 lbs 
SERIES 8 105” 34” 30” 4” NPT 4” NPT 4” NPT 8” SLIP 1-175 GPM 800 CFM ~500 lbs 
SERIES 9 117” 34” 30” 4” NPT 4” NPT 4” NPT 8” SLIP 1-175 GPM 900 CFM ~550 lbs 

 
Ask About The Full Aeration Line. 

AEROMIX manufactures a complete line of specialized aeration and mixing equipment for treating water and 
wastewater in industrial, municipal and freshwater markets. Call today to learn more about the AEROMIX aeration 
solutions best for your application. 

 

AEROMIX Systems, Inc. 
7135 Madison Ave. West 
Minneapolis, MN 55427 U.S.A. 

 
Ph: 800/879-3677, 763/746-8400 

Fax: 763/746-8408 
e-mail: aeromix@aeromix.com 

web site: www.aeromix.com 

Rental units available. 
Covered by United States Patent Nos. 324,279 and Patents Pending. 

© 2007, AEROMIX Systems, Inc. 
 

 

Serpentine water flow 
maximizes detention time 
and increases the air to 
water contact. 


